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                               OFF WHITEOFF WHITE  

  
 

* Extra Coverage & Value for Money  * Flexural Strength    
* Grout in 6 hours  

 
Morflex Plus  is a cost effective, premium grade, flexible tile adhesive.  Suitable for both thick and thin 

bed applications, Morflex Plus is polymer modified for bonding all types of tiles to a variety of substrates. 

The extra coverage offers value for money by achieving an extra 2 -3 square metres per bag over other 

similar adhesives. Morflex Plus  installations can usually be grouted after only 6 hours.  

 
 

 
 
 
 
 
 

 
 
 
 
 

SUITABLE SUBSTRATES   

Concrete/Cement Render  

Brickwork/Blockwork (Cement Rendered)  

Fibre Cement Sheets (Primed)  

Plasterboard (Primed)  

Over Morgan Waterproof Membrane  

COLOUR  

Off White  
 

INTERIOR / EXTERIOR  

Walls & Floors   

SUITABLE TILES  

Natural Stone  

Bicottura  

Monocottura  

Fully Vitrified  

Porcelain  

PRECAUTIONS  

Morflex Plus is unsuitable for:  

bonding  moisture sensitive green marble;  

bonding to MDF board or  timber & wax 

impregnated wood -  (Our technical advice -  sheet 

with fibre cement boards).  

bonding to substrates subject to constant water 

immersion such as swimming pools.  
 

SUBSTRATE PREPARATIO N & EXPANSION JOINTS  

All substrates to be tiled must be flat and true, free 

from oil, dirt, grease or any other contaminants. 

Very porous  substrates should be primed with 

Plastinex (1 part Plastinex mixed with 4 parts 

water). Incorporate expansion joints in accordance 

with AS 3958.1 2007 . 
 

Concrete : New concrete must be allowed to cure 

for 6 weeks and should have a wood float finish. 

Use Floor Prep  to acid etch an adhesive key into 

concrete finished with a steel float.  
 

Cement Render : Render to be left with a wood 

float finish and allowed to cure for 7 days.  
 

Fibre Cement Sheets : Fibre cement sheets must 

be primed with Plastinex (1 part Plastinex mixed 

with 4 parts water) and all joints must  be taped 

with PVC duct tape and fixed according to the 

manufacturer's instructions.  

Plasterboard : Plasterboard must be fixed as 

per manufacturer's instructions. Jointing 

compound must be primed with Plastinex  (1 

part Plastinex mixed with 4 parts water).  
 

MIXING & POT LIFE  

Add Morflex Plus to clean water at a ratio of 

20 kg to 6 litres of water. Mix the adhesive to a 

smooth paste free from lumps by using a drill 

that has a speed lower than 300 rpm, or mix by 

hand. Slacken the adhesive and  re -mix after 5 

minutes.  Morflex Plus  has a pot life of 

approximately 2 hours at 23°C and 50% relative 

humidity.  
 

OPEN TIME  

Morflex Plus  has an open time of approximately 

30 minutes, which can be shortened to just a few 

minutes by  the action of sun, wind, high 

temperatures or highly absorbent surfaces. 

Dampening or priming the substrate prior to 

tiling prolongs the open time of the adhesive. 

Tilers need to constantly check that the adhesive 

has not formed a surface skin and is still fresh to 

touch. Adhesive with a surface skin must be 

always removed and discarded.  
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